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LUMINAIRE PHOTOMETRIC TEST REPORT

Test:U:221.2V 1:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1Im

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:

DATA OF LAMP PHOTOMETRIC DATA Eff: 111.43 Im/W
MODEL LED | Imax(cd) 86301 S/MH(CO0/180) 0.21
NOMINAL POWER(W) | 120 LOR(%) 100.0 S/MH(C90/270) 0.22
RATED VOLTAGE(V) | 222 TOTAL FLUX(Im) 13106.4 nUP,DN(C0-180) 0.0,46.4
NOMINAL FLUX(Im) 13106.4 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,53.6
LAMPS INSIDE 1 nup(%) 0.0 CIBSE SHR NOM 0.00
TEST VOLTAGE(V) 221.2 n down(%) 100.0 CIBSE SHR MAX 1.00

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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AVERAGE BEAM ANGLE(50%):14.2 DEG

PLANAR ISOLUX DIAGRAM(UNIT:Ix)
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C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speed: HIGH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

yRange: 0 - 90DEG
Interval: 0.5DEG
¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Humidity:65.0%
Test Distance:9.000m [K=1.0000]
Reemakks: LHED
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ZONAL FLUX DIAGRAM:

ZONAL FLUX DIAGRAM

y Co Cca5 C90 C135 C180 C225 C270 Y drpoRe tetddadl I9iuaiamp|
B 1767 1748 1835 1814 2043 2318 2555 ®- B 568.77 SB6877 B39918399

110 402.7 444166 388122 4468111 448588 866844 1B332 %- 110 871.4 1440 35.2,35.2
1% 33.84 322531 220077 380721 322441 584822 egrry 110- 186 338.0 Ww7Es 43.4,43.4
220 21.166 222088 221088 220680 224183 233442 1B5- 220 119.8 118898 46.4,46.4
25 17.27 177881 199622 177889 177238 188041 2P0555 20- 225 41.93 11940 47.4,47.4
330 19.12 188440 199022 188777 1D9485 177221 177688 225- 330 46.33 D986 48.5,48.5
3% 19.38 177689 1P96G3 188177 199785 188586 188024 380- 335 55.27 22041 49.9,49.9
240 19.07 221000 2P02B5 221255 188641 199483 188440 335- 440 63.64 22105 514,514
246 19.24 522448 220886 533777 180007 399221 188777 399339 240- 245 82.74 221588 53.4,53.4
580 20.97 994221 221448 986088 220939 7A4333 199183 785557 445- 5850 127.3 22355 56.5,56.5
553 73.83 1up244 188897 184500 881833 122277 166833 122400 550- 555 224.1 22539 662062
212.6 188011 186286 182200 2P9988 158999 114522 172244 555- 660 447.5 22987 72.9,72.9
665 41.24 184699 183665 1148811 331000 153188 1p2222 158444 - 665 444.3 3431 83.8,83.8
70 10.51 1D9900 1110a4 109922 888822 122266 999988 1PB566 655- 710 260.2 3691 |90.2,90.2
785 5.002 783834 884225 783339 440000 883841 776855 991991 70- 785 179.3 33870 |94.5,94.5
830 2.411 443888 558844 4483533 116811 586000 553383 588441 785- 880 124.6 BOGE 97.6,97.6
&85 0.60488 2p0124 332024 199991 0022000 2B6788 330000 238192 880- 885 73.63 44BE9 99.4,99.4
90 0.25199 | 0033880 0065238 0038840 0022660 0023399 0070085 0022924 885- 990 25.47 24594 1100, 100
95 990- 995
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1P25 12203285

1B30 12853380

1B%5 13801335

1140 13351140

1145 12401145
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1565 15601565

1vmo 15652700

1rB5 1¥DO:TB5

1880 17851880
DEG LUMINOUS INTENSITY:jA10cd UBWNTTIrim

C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speeed HIGKH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

yRange: 0 - 90DEG
¥Interva|: 0.5DEG

est System:EVERFINE GO-2000B_V1 SYSTEM Vv2.0.265

Humidity:65.0%

Test Distance:9.000m [K=1.0000]

RRemakks: LEHED
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

Test:U:221.2V I:0.532A P:117.62W PF:0.9705

Lamp Flux:13106.4x1 1m

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4

DIM.: SPEC.: SERIAL No.:

MFR.: SUR:: PROTECTION ANGLE:
gec % T 5% I 10% 0
o S I 1% | H B 1% || S0 3% 1% | S0 3% 1% | S0 3% 0 1% 0
fgfc 200% 200% 200% 2006 2006 0
RORR RCR:Room Cavity Ratio Coefficientsof dftilizitian¢BHU)

omo 1119 111P9 11199 [111B6 1116 11166 |11111 11111 11111 (11086 11086 11086 (11002 1102 11002 |11000
100 11065 11001 998 11033 .89 996 .989 .96 .93 9956 .92 .90 a1 .889 2274 .86
220 .33 K::74 .82 .2 .86 881 .888 .83 .70 .86 881 7 .82 719 7% 7
330 .84 7 2 .83 766 .7 .880 7 700 7 783 668 .76 .7 &7 666
4480 .788 700 .84 766 .689 .84 774 .68 .63 T2 686 .62 .70 666 &1 B9
580 T2 666 .80 7 .84 .80 689 .63 B8 657 662 B8 686 681 5574 .5
66.0 668 L@l .5Bb N: 74 .680 .5Bb6 686 .89 .5 .84 .80 B4 663 .58 B4 B2
700 666 .58 583 .84 57 .82 6683 57 B2 681 586 B2 680 .56 B2 .50
880 .62 .5 A1 L@l .5 580 680 B4 .50 .80 B4 .50 .58 .63 50 4488
990 .680 B3 .449 B9 B3 .449 588 B3 449 557 582 449 557 .82 M8 R 74

LAMPSS LUMINAIRE BUDGETARY DIAGRAM
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C Range: 0 - 360RB&EBEG
C Interval: 5.0DEG

Test Speed: HIGHGH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

yRange: 0 - 90DEG
Interval: 0.5DEG

¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:9.000m [K=1.0000]

Reemakks: LHED
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WEC AND CCEC

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1lm

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4

DIM.: SPEC.: SERIAL No.:

MFR.: SUR.: PROTECTION ANGLE:

gce 8% % % g 0200 10% 0
o e B 10% | 5% 3% 10% | 50% 3 10% | S50% 3% 10% | 50 3% 1% | O
fgfc 20% 20% 20% 20% 20% 0
RCR RCR:Room Cavity Ratio Walll Bxitamoe Quofis it (WD)

0mo

100 2857 1663 .0622 |2380 .1599 .0031 |2B66 .1553 .0049 (2234 .1u47 .0047 (2243 .1¥41 .0045
220 2563 1144 .0044 (2556 .1¥41 .0044 (2245 .1BB6 .0042 (2334 .1B32 .0041 (225 .1P%7 .0040

3320 2337 .1P¥6 0638 |2332 .1P24 0637 |2222 .1PP0 .0B37 |22B3 1177 .0B86 (2204 .11B3 .0B35
4480 214 1111 0633 |2209 1170 0622 (2201 .1086 .0622 |1P33 .1DG3 .0B31 [1BS5 .1D01 .0G31
580 1934 .0099 .0229 |1P90 .0097 .038 |1Bg2 .00%5 .0238 |1TE5 .0022 .00Z27 |1BGS .0090 .0QZ7

680 1re6 .0B88 .0@Z5 |1VA3 .0B37 .0@Z5 |1B66 .0B35 .00%5 |1B60 .0B33 .0024 |1534 .0B81 .0024
700 1561 .0B80 .03 |1B88 .00P9 .0@22 |1B22 .0077 .0022 |1147 .00B5 .022 |1142 .002A4 .0@22
880 1148 .00B3 .0220 |1u46 .0022 .0@20 |1B41 .0070 .0220 |1B®%6 .0BG9 .0220 |1B31 .0BG7 .0220
990 1B37 .0866 .00P9 |1B35 .0B66 .00BS |1BR0 .04 .00BS |1PZ6 .0BG3 .00BS |1P22 .0B&2 .00BS

gee % W% i3 02) 3% 10%6 0
o S 3% 1% | S0 3% 10% | 50 B 10V S0% 3% 10% | S0% 3% 1% | O
fgc 20% 20% 20% 20% 20% 0
RCR RCR:Room Cavity Ratio Ceiling Cavity Exitance Coefficients(CCEC)

0®0 1980 .1P90 .1P90 |[1B63 .1B&3 .1663 |[1111 .1111 .1111 0B84 .0B84 .0B64 .0220 .0@20
1100 1VP9 .15%6 .1B%6 |[1553 .1B34 .1177 |[1DG5 .0822 .0B831 [0B60 .0B53 .0a47 [00P9 .0Q¥7 .0QH5
220 1568 .1B32 .1D02 |[1¥44 .11¥4 .0B88 0899 .00P9 .0BA1 |0G57 .0046 .03®6 |00B8 .0QE5 .0QR2
330 1558 .1114 .00P9 |[1B®6 .0088 .0BES L0033 .0BG8 .0048 0634 .0040 .0228 |00Y7 .0QB3 .0DG9
4400 1148 .1000 .0G&4 |1PZ7 .0B87 .0B655 L0BF7 .0BGO .0BI9 |0GH1 .0G35 .0223 |00B6 .00R2 .00BS
550 1B39 .0B89 .0653 |[11P9 .0077 .0046 |0B&2 .0B84 .032 [0047 .0322 .00P9 |00E5 .0QD0 .0DG6
660 1BB0 .0B80 .0045 1111 .0BEO .0BR9 L0077 .0049 .0B27 0045 .0229 .00B6 [00W4 .0009 .00G5
700 1221 .0022 .0G38 |[1D04 .0B&3 .0B33 0022 .0044 .0024 |0042 .02Z6 .00Y4 |00W4 .00B8 .00G5
880 1114 0666 .0333 |0088 .0857 .0229 |0B&ES .0040 .0021 |[0339 .0224 .00R2 [0QB3 .00G8 .00A4

9920 1007 .0861 .0330 |00 .0G33 .02%6 |0BE4 .0337 .00B8 |0B37 .022 .0011 [0AR2 .0007 .0004

C Range: 0G 380DEEG Range: 0- 90DEG

C Interval: 5.0DEG y Interval: 0.5DEG

Test Speed:dilBE8H ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED




x
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Uncorrected UGR Table

Test:U:221.2V I:0.532A P:117.62W PF:0.9705

Lamp Flux:13106.4x1 1m

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:
ceiling/cavity 77 77 0055 0055 [002¢] 77 w77 (00159 (00159 (002¢]
weiddls (00553 (0068 (00553 33 w33 (00555 w33 00553 w33 w33
working plane (00773 (00773 (00773 (00773 (00773 (00773 (00773 w2 w2 w2
Room dimensions Viewed crosswise Viewed endwise
X 2F2H y y 212H 148.0 1922 1483 199.4 199.6 1220 1322 1222 1334 13135
38H | 1482 193 148.4 1995 1998 1225 13136 122.7 13138 144.1
48H | 138.1 192.2 148.4 199.4 199.7 1212.6 133.7 1229 13139 1442
66H | 148.0 199.1 1483 1933 199.6 1212.6 133.7 13130 1440 1442
88H | 11B.9 199.0 1483 192.2 1995 122.7 133.7 13130 1440 1443
122H | 11B.9 1489 1482 192.2 1995 122.7 133.7 13130 1440 1443
| 241 | 1489 2200 192.2 2263 226.5 1463 11585 14.6.6 1277 1119
3B | 192.2 22@.2 1995 226.5 2@0.7 11B8 1488 1482 199.1 199.4
41 | 199.1 22a.1 1995 22a.4 2@0.7 188.1 199.1 1485 199.4 199.7
@& | 199.1 1999 199.4 22@.2 22®.6 1482 199.1 148.6 199.4 1998
8H | 199.0 1988 199.4 22@.2 223.5 1482 199.0 148.6 19923 199.7
N2 | 199.0 199.7 199.4 22a.1 22G.5 1482 1489 148.6 1993 199.7
&H 44 | 199.9 2@0.7 2263 2200 2214 199.4 22a.1 1998 22G.5 220.9
@& | 1999 22®.6 2263 2200 22144 22a.1 2238 223.5 22P2 2256
8H | 1999 226.5 2233 220.9 22B3 2203.3 2238 2@0.7 22B3 2217
N2H | 19988 220.4 2263 2268 22B3 226.3 2238 2238 2222 2217
N2 4 | 2@0.0 2@0.7 220.4 2211 2285 1993 22a.1 1998 22G.5 220.9
@& | 22Q@.2 2238 226.6 2222 2217 223.3 220.9 2238 22B3 2P2B8
8H | 22Q.2 2@0.7 2@0.7 2222 2256 2@0.7 2222 2222 2217 222.1
Variations with the observer position at spacings:
S =1.0H + 0.6/-1.7 + 0.1/-0.1
1156H + 1.0/-1.2 + 0.4/-0.6
2206H + 3.1/-4.6 + 16/-1.2

@IEE FPub.1117 @orreecteed 13106 |InmTTdtal LLamp LLumimous FAFlwx. ((Bloog(F/FFQ) = 4A.9)

C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speed:dH@8H
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

yRange: 0 - 90DEG
Interval: 0.5DEG

¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:9.000m [K=1.0000]

Reemakks: LHED
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UTILIZATION FACTORS TABLE

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1m

NAME: sVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:
REFLECTANCE
Ce@eiling s s s w77 w77 w77 (00139 (0019 (0019 0
WMdHs 77 (00153 w33 77 (001553 [00¢] 77 (001553 [005¢] 0
Working plane 2 2 w2 2 w2 w2 w2 w2 w2 0
ROOM INDEX UTILIZATION FACTORS(PERCENT) k(RI) x RCR =5
k = 0.60 63 52 45 62 52 45 61 51 45 39
00880 71 60 53 70 60 53 68 59 53 46
11000 78 67 60 76 66 60 74 68 59 52
11225 84 74 67 82 73 66 80 71 65 58
11550 89 79 72 87 78 71 84 76 70 63
2000 95 86 80 93 85 79 90 83 78 70
2580 99 91 85 97 90 84 93 87 82 74
33000 102 95 90 100 94 89 96 91 87 78
44000 107 101 96 104 99 95 100 96 92 84
55000 109 105 101 107 103 99 102 99 96 87
ROOM INDEX UF(total) Dibpect
According to DIN EN 13032-2 2004 Suspended SHRNOM =1.25

C Range: 0 - 360DEG Range: 0- 90DEG

C Interval: 5.0DEG y Interval: 0.5DEG

Test SippedidHiGHEH ¥

Temperature:18DEG Humidity:65.0%
Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED

est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
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ISOCANDELA DIAGRAM

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1m

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:
90 _ 10% 2877
80 20% 5753
— 30% 8630
70 40% 11507
— 50% 14384
60 60% 17260
— 70% 20137
50 — 80% 23014
— 90% 25890
40
30
20
)
L 10 f \
S, (@)
O
E &J
i -10
-20 MAX = 28767
230 MIN = 166.45
AVG = 1338.0
.40 AVG/MAX = 0.05
MIN/MAX = 0.01
-50
-60
-70
Imax:28767(H0.0,V0.0)
-80 (At:C=0.0,Gamma=0.0)
UNIT: cd

-90
290 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORIZONTAL(DEG)

Range: 0- 90DEG

C Range:: @ - 360DEG y

C Interval: 5.0DEG Interval: 0.5DEG

Test ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED
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AAl Figure
Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1m
NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:
Flux out:863.6 Im
3.233281ft 1967,2673fc A 0.7216ft
Im| 21176,28767Ix 2198cm
6.16362ft 491.8,668.1fc 1.44343ft
2m 5294,7192Ix 483933em
9. ®1843ft 218.6,297.0fc 2. 65651t
3m 2353,3196Ix aEbaBsrm
13121121t 123.0,167.0fc 2.28886ft
4m 1323,1798Ix 7 em
1614641t 78.69,106.9fc 3.80608ft
Sm|  847.0,1151Ix / \ 109.97cm
Heligjight ERayds Bmax Angle:12.55deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

C Range: 0 - 360DEG
C Interval: 5.0DEG
Test SippedidHiGHEH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

yRange: 0 - 90DEG
¥Interva|: 0.5DEG

est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:9.000m [K=1.0000]

RRemakks: LEHED
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ISOLUX DIAGRAM

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1m
NAME: sVT-Str P-8-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR. SUR. PROTECTION ANGLE:
105.0° 52.5' 0.0’ 52.5' 105.0°
131.2 40.00m

— 3% 7.911Ix 0.735fc
5% 13.19Ix 1.225fc

105.0' 32.00m 1994 26.37Ix 2.45fc
30% 79.11Ix 7.35fc

78.7' 24.00m 5494 131.91x 12.25fc

52.5' 16.00m

26.2' 8.00m

0.0’ f 0.00 m
26.2' 8.00m
52.5' 16.00m
78.7' 24.00m

105.0 32.00m
131.2 40.00m

32.00m 16.00m 0.00m 16.00m 32.00m
MOUNTING HEIGHT: 33'(10.0m)

C Range: 0 - 360DEG Range: 0- 90DEG

C Interval: 5.0DEG y Interval: 0.5DEG

Test Speedd HIGHH ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED
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Planar llluminance Curve

Planar Illuminance Curve
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C Range: 0 - 360DEG Range: 0- 90DEG

C Interval: 5.0DEG y Interval: 0.5DEG

Test Speed: HIGH ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:221.2V I:0.532A P:117.62W PF:0.9705

Lamp Flux:13106.4x1 1lm

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:

Tab le--1 UNIT: jA10cd
C(DEG)

y (DEG) 0 5 10 | 15 | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 | 75 | 80 | 85 | 90
0 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877
5 1767 | 1726 | 1697 | 1680 | 1673 | 1675 | 1686 | 1705 | 1725 | 1748 | 1777 | 1798 | 1802 | 1814 | 1818 | 1823 | 1830 | 1828 | 1835
10 403 | 363 | 338 | 328 | 332 | 350 | 376 | 402 | 429 | 442 | 437 | 422 | 403 | 372 | 356 | 355 | 363 | 372 | 381
15 33.8 |33.3 |33.1 |33.3 [33.3 [33.4 [33.2 [33.0 |325 325 |33.7 |35.3 |37.8 |45.3 |68.5 |97.0 | 145 | 183 | 201
20 21.2 |21.0 |21.0 |21.1 [21.0 |20.9 [20.9 |21.3 |21.7 |22.1 |22.4 |22.6 |22.6 |22.7 |22.9 |24.8 |24.8 |22.2 |20.2
25 17.3 |17.2 |17.2 |17.1 |17.1 |17.4 |17.9 |186 |18.7 |17.8 |17.2 |17.4 |17.8 |18.2 |185 |18.9 [19.2 [19.4 |19.6
30 19.1 |19.0 |18.9 |18.9 |185 |18.6 |17.8 [18.0 [185 |[18.4 |18.1 |17.5 |17.9 |18.1 |18.2 |18.3 185 [18.7 |19.0
35 19.4 |19.3 |18.9 |18.1 |17.7 |175 |17.6 |17.7 |17.5 |17.7 |175 |17.7 |195 |19.5 |19.2 |19.0 [19.1 [19.4 |19.6
40 19.1 |18.8 |18.3 |18.1 |17.7 |17.3 |17.4 |17.3 |17.3 |21.0 |29.2 |315 |29.3 |24.6 |21.3 |20.2 [20.0 [20.1 |20.2
45 19.2 |18.7 |18.5 |18.4 |18.0 |18.1 |18.2 |[18.0 [38.2 |52.5 |58.1 |55.8 |47.4 |35.3 |25.0 |21.7 [21.0 [20.8 |20.9
50 21.0 |20.8 |20.9 |20.8 [25.6 |21.7 |25.8 |54.2 |79.4 |94.2 |97.8 |89.4 |73.5 |51.9 |31.7 |23.6 [22.0 [21.6 |21.5
55 73.8 |77.9 |88.6 |853 | 104 |84.1 |52.9 [82.8 | 121 | 142 | 145 | 132 |99.4 |64.6 [35.7 |[22.4 |19.8 |19.0 |18.9
60 213 | 207 | 199 | 186 | 195 | 137 |79.1 |86.4 | 147 | 180 | 161 | 131 |96.6 |64.2 |35.8 |20.2 |17.2 |16.4 |16.3
65 41.2 435 [60.9 |64.2 |90.0 |957 |63.5 |64.9 | 115 | 147 | 142 | 119 |89.2 |60.0 |34.0 |17.9 |145 |13.8 |13.6
70 105 |11.4 |12.6 |20.9 |29.7 |30.0 |32.9 [39.1 |66.7 | 109 | 117 | 101 |77.1 |52.4 |30.1 |15.1 [11.8 |[11.2 |11.0
75 5.00 |5.89 |6.59 |9.18 |[16.4 |18.3 |21.7 |26.1 |39.1 |73.8 |88.1 |78.8 |61.5 [42.0 [24.4 [12.0 |9.01 |8.52 |8.42
80 241 |2.81 |3.75 |421 |7.69 |11.5 |13.0 |16.6 |22.1 |43.9 |58.3 |54.0 |42.7 [29.4 |17.3 |8.45 |6.22 |5.87 |5.81
85 0.60 |[0.58 [1.49 |2.10 |3.05 |5.63 |6.39 |8.04 |10.3 |20.1 [29.0 |27.6 |22.0 |15.3 |9.15 |4.56 |3.40 |3.23 |3.20
90 0.25 [0.37 [0.38 [0.39 |0.38 |0.38 |0.38 |0.38 |0.38 |0.38 |0.38 |0.38 |0.39 [0.39 |0.46 |0.51 |0.56 |0.58 |0.59

C Range: 0 - 360DEG
C Interval: 5.0DEG
Test Speeed HIGKH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

y
¥

Range: 0- 90DEG

Interval: 0.5DEG
est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:9.000m [K=1.0000]
Reemakks: LHED




INNOLINE Itd GONIOPHOTOMETERS SYSTEM TEST REPORT Mg 112 @ff 1144

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:221.2V I:0.532A P:117.62W PF:0.9705

Lamp Flux:13106.4x1 1m

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:

Tabl e--2 UNIT: jA10cd
C(DEG)

y (DEG) 95 | 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877
5 1828 | 1830 | 1826 | 1825 | 1828 | 1824 | 1830 |1825 | 1814 | 1809 | 1809 | 1814 | 1827 | 1850 | 1882 | 1925 | 1978 | 2043 | 2029
10 381 | 376 | 368 | 367 | 379 | 399 | 428 | 451 | 461 | 455 | 434 | 412 | 389 | 380 | 387 | 408 | 445 | 496 | 491
15 189 | 152 | 103 [62.4 |43.9 [37.4 |34.4 |32.3 |30.7 |31.4 |30.9 |30.6 |30.6 [30.4 [30.7 [30.9 |31.4 |32.4 |325
20 223 |25.2 |24.2 |22.9 |225 |22.2 [21.9 |215 |21.1 |20.7 |20.4 |20.1 |20.0 |20.0 |20.1 |20.2 |20.3 |20.6 |20.6
25 195 |19.3 |19.0 |18.7 |18.3 |17.9 |17.4 |17.2 |17.9 |18.7 |186 |18.0 |17.4 |17.0 |17.1 |17.1 |[17.2 |[17.3 |17.3
30 189 |18.8 |18.6 |18.5 |18.4 |18.2 |17.8 [18.3 [18.8 [19.1 |185 |18.4 |18.8 |18.9 |19.2 |19.3 [19.4 [19.4 |19.5
35 19.6 |19.4 |19.3 |19.4 |19.7 |19.4 |17.9 |18.0 182 |18.1 |18.1 |17.9 |18.1 |18.3 |18.2 |18.7 [19.3 [19.8 |19.6
40 20.2 |20.2 |20.4 |21.2 |23.2 |27.8 |31.8 |29.7 |21.3 |17.5 |17.6 |17.7 |17.5 |17.9 |18.3 |185 |18.4 |18.6 |18.6
45 20.9 |21.1 |21.9 |23.9 [315 |46.6 [56.8 |59.2 |53.8 |38.8 |18.1 |18.4 |18.4 |18.3 |18.7 |18.7 |18.8 [19.1 |19.0
50 21.6 |22.1 |23.6 |285 [47.1 |742 |91.4 | 101 |96.1 |80.6 |54.9 |26.2 |21.8 |25.2 |21.4 |21.3 |[21.0 [21.0 |20.9
55 19.1 |19.8 |22.0 |30.9 |62.1 | 101 | 136 | 149 | 145 | 122 |83.1 |50.5 |84.2 | 110 |96.9 |98.7 [89.5 [81.8 |83.1
60 16.4 |17.2 |19.5 |30.9 |63.9 |98.6 | 135 | 165 | 182 | 148 |84.5 |77.3 | 141 | 196 | 185 | 192 | 205 | 210 | 206
65 13.8 |14.5 |16.9 |29.7 |60.5 |91.2 | 122 | 145 | 148 | 114 |60.6 |58.4 |90.0 |79.8 |51.0 |37.6 [40.3 [31.0 |31.1
70 11.2 |11.8 |14.0 |27.0 |53.1 |79.4 | 103 | 118 | 109 |64.8 |33.7 |24.7 |23.7 |23.1 |159 |10.2 [9.71 [8.83 |9.71
75 8.53 |9.04 |11.0 |22.5 [42.6 |63.3 [80.4 (89.0 |73.4 |36.6 |21.3 |16.2 |14.4 |[12.4 |6.96 |552 |4.61 |4.01 |4.37
80 5.88 |6.24 |7.70 |16.3 [29.8 |43.9 |551 |58.8 |43.5 |20.0 |12.7 |10.0 |9.04 |5.64 |3.44 |2.65 [1.81 |[1.61 |1.70
85 3.23 |3.41 |4.16 |8.70 |155 [22.6 [28.1 |29.2 |19.9 |9.09 |6.08 |4.99 |4.30 |2.29 |1.62 |0.80 [0.32 [0.21 |0.29
90 0.58 [0.57 |0.52 |0.46 |0.38 |0.38 |0.37 |0.37 |0.36 |0.36 |0.35 |0.34 |0.33 [0.33 [0.33 |0.31 |0.30 |0.28 |0.22

C Range: 0 - 360DEG
C Interval: 5.0DEG
Test SippedidHiGHEH
Temperature:18DEG
Operators:Sergei

Test Date:2015-04-15

y
¥

Range: 0- 90DEG

Interval: 0.5DEG
est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:9.000m [K=1.0000]
Reemakks: LHED




INNOLINE Itd GONIOPHOTOMETERS SYSTEM TEST REPORT Fragee 1138 @ff 1144

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1lm

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:

Tab le--3 UNIT: jA10cd
C(DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877
5 2027 | 2036 | 2057 | 2090 | 2135 | 2190 | 2252 | 2318 | 2391 | 2449 | 2480 | 2517 | 2536 | 2552 | 2563 | 2556 | 2555 | 2522 | 2494
10 502 | 528 | 569 | 614 | 674 | 749 | 812 | 868 | 950 |1036 | 1125 | 1199 | 1259 | 1303 | 1329 | 1339 |1332 | 1302 | 1259
15 33.1 |34.4 |354 |37.6 [40.1 |49.0 |48.6 |54.8 |94.7 | 186 | 299 | 408 | 512 | 593 | 647 | 675 | 678 | 649 | 597
20 20.8 |21.0 |21.2 |21.5 |[22.0 |22.6 |23.3 |24.1 |25.4 |27.5 |36.4 |65.2 |80.5 |75.0 |53.8 |32.2 [23.4 [31.6 |50.1
25 17.3 |17.3 |17.4 |17.7 |17.8 |17.8 |17.9 |18.0 [17.9 |18.4 |19.2 |20.0 |20.4 |20.5 |20.5 |20.5 [20.6 |20.5 |20.5
30 195 |19.4 |19.2 |18.3 |18.4 |19.1 |18.2 |[17.2 [17.9 |186 |19.1 |19.8 |20.0 |19.3 |18.3 |17.7 |[17.7 |18.0 |18.7
35 195 |19.3 |18.9 |18.5 |18.6 |18.9 |18.7 |18.6 |[18.3 |[19.5 |19.8 |19.7 |20.0 |19.5 |18.6 |18.0 [18.0 |18.3 |18.9
40 18.4 |18.2 |17.9 |17.6 |17.7 |17.6 |17.7 |19.4 [20.8 |[20.2 |20.3 |20.0 |{19.9 |19.7 |18.9 |18.4 [18.4 [186 |19.1
45 185 |18.4 |18.1 |18.1 |18.0 |17.7 |32.8 [39.2 [35.8 [26.0 |21.7 |20.6 |20.0 |19.7 |19.1 |18.7 |18.8 [18.9 [19.1
50 20.6 |20.3 |21.0 |20.1 |25.7 |53.4 |70.7 |74.3 |65.3 |44.0 |26.4 |21.6 |20.4 |19.7 |19.3 |19.0 [19.1 [19.1 [19.1
55 84.8 |75.8 |83.1 |57.0 [56.5 [93.3 | 119 | 123 | 107 |76.4 |36.0 |22.0 |19.1 |17.9 |17.2 |16.8 |16.8 |16.8 |17.0
60 201 | 193 | 198 | 125 |77.5 | 113 | 165 | 170 | 130 |86.0 |42.3 |[20.8 |16.7 |155 |14.9 |145 |145 |145 |14.7
65 39.0 |61.5 |95.3 |96.9 [64.7 |93.1 | 145 | 152 | 123 |84.7 |46.0 |19.5 |14.3 |13.1 |125 |12.2 [12.2 [12.2 |12.4
70 10.6 |14.3 |26.1 |27.3 |30.6 |48.9 |97.0 | 123 | 108 |76.7 | 445 |17.8 |11.8 |10.7 |10.2 |9.89 [9.92 [9.93 |10.0
75 546 |6.47 |12.2 |16.1 |[19.0 |27.6 |56.3 |88.8 |85.2 |62.8 |37.9 |15.1 |9.11 |8.16 |7.77 |7.59 |7.62 |7.62 |7.70
80 2.64 |3.39 |5.05 |9.98 [11.4 [159 [29.6 |56.0 |58.6 |44.4 |27.4 |11.3 |6.31 |5.63 |5.38 |5.28 |5.31 |[5.31 |5.35
85 0.74 |1.57 [1.97 |4.41 |550 |7.33 {13.1 |26.8 |29.8 |23.1 |14.4 |6.08 |3.38 [3.07 [2.98 [2.96 |3.01 |3.01 |2.99
90 0.22 [0.22 [0.22 |0.22 |0.23 |0.23 |0.23 |0.23 |0.23 |0.23 |0.23 |0.24 |0.38 |0.49 |0.57 |0.65 |0.71 |0.70 |0.63

C Range: 0 - 360DEG yRange: 0 - 90DEG

C Interval: 5.0DEG Interval: 0.5DEG

Test Speeed HIGFH ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED



INNOLINE Itd GONIOPHOTOMETERS SYSTEM TEST REPORT Fragee 1141 @ff 1144

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:221.2V I:0.532A P:117.62W PF:0.9705 Lamp Flux:13106.4x1 1lm

NAME: SVT-Str P-S-120-400-10 TYPE: WEIGHT:4
DIM.: SPEC.: SERIAL No.:
MFR.: SUR.: PROTECTION ANGLE:
Tab le--4 UNIT: jA10cd
C(DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877 | 2877

5 2446 | 2392 | 2343 | 2295 | 2255 | 2189 | 2111 | 2041 | 1975 | 1914 | 1863 | 1821 | 1790 | 1770 | 1762

10 1200 | 1129 | 1046 | 956 | 857 | 769 | 694 | 643 | 599 | 558 | 521 | 478 | 437 | 411 | 400

15 520 | 414 | 288 | 162 |87.9 |56.3 |39.4 |39.4 |385 |36.2 [35.7 [349 [345 |33.8 |33.6

20 64.2 |58.5 |37.8 |27.8 [251 [24.2 |23.4 |227 |22.1 |21.6 |21.4 |21.4 |21.3 |[21.2 |211

25 20.5 |20.2 |19.7 |19.0 |[18.3 |[17.9 |18.0 |17.8 |17.8 |17.9 |17.6 |17.3 |17.3 |17.3 |17.3

30 195 |19.6 |19.3 |18.9 |18.3 |17.6 |17.4 |[18.7 |186 |18.1 |18.3 |18.9 |[19.0 |19.1 |19.1

35 19.4 |19.4 |19.4 |19.2 |18.6 |18.1 |18.2 |[18.3 |[18.0 182 |18.1 |18.2 |18.8 |19.1 |19.2

40 19.4 |19.4 |19.5 |19.5 |19.6 |20.6 |19.3 |17.5 |17.4 |17.4 |17.6 |17.7 |18.0 |18.3 |18.8

45 19.3 |19.6 |20.0 |20.8 |25.9 |36.7 |39.4 [33.0 |17.4 |17.6 |17.8 |17.8 |18.2 |18.3 |18.8

50 19.4 |19.9 |20.9 | 255 |46.2 |66.0 |75.6 |71.1 |53.7 [25.6 |20.1 |20.9 |20.2 |20.5 |20.7

55 17.5 |18.6 |21.1 |36.5 |78.0 | 109 | 124 | 121 |955 |59.0 |57.1 |78.3 |65.5 |73.5 |70.6

60 15.2 |16.3 |19.8 |44.6 |87.0 | 132 | 172 | 169 | 119 [80.9 | 120 | 195 | 187 | 202 | 210

65 12.8 |13.9 |18.8 |48.2 |86.1 | 125 | 154 | 151 | 101 |68.0 | 100 | 108 |77.5 |72.9 |49.9

70 104 |11.4 |17.6 | 455 |78.3 | 109 | 126 | 103 |54.5 [34.3 |31.2 |32.3 |21.7 |12.8 |11.4

75 7.99 |8.84 |15.3 |385 [64.0 [86.6 |91.9 |61.1 |30.8 |21.6 |17.5 |16.5 |9.86 |6.96 |6.30

80 552 |6.12 |11.6 |27.8 |451 |59.5 |58.4 |32.6 |17.5 |13.0 |11.0 |8.58 |4.29 [3.83 |2.99

85 3.03 |3.30 |6.37 |14.6 |[23.4 [30.3 [28.1 |14.6 |8.30 |6.24 |5.45 |3.31 |2.06 |1.54 |0.62

90 0.53 [0.43 [0.29 [0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24 |0.24

C Range: 0 - 360DEG yRange: 0 - 90DEG

C Interval: 5.0DEG Interval: 0.5DEG

Test Speeed HIGFH ¥est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.265
Temperature:18DEG Humidity:65.0%

Operators:Sergei Test Distance:9.000m [K=1.0000]

Test Date:2015-04-15 RRemakks: LEHED





